Dear Sirs,

We invite you to quote for the following material on F.O.R PSM site basis inclusive of all Government taxes and levies on the terms and conditions attached herewith valid for 45 days. Your offer must reach the office of the undersigned by the date mentioned above.

<table>
<thead>
<tr>
<th>S. NO.</th>
<th>DESCRIPTION</th>
<th>QUANTITY</th>
</tr>
</thead>
<tbody>
<tr>
<td>1</td>
<td>CHROMIA 200 LIQUID BINDER As per attached PSML Data Sheet</td>
<td>5000 KGS</td>
</tr>
</tbody>
</table>

**NOTE:**
1. Delivery lead time should be within 30 days after receipt of Order.
2. Payment will be made within 45 days after acceptance of material.
3. F.O.R. basis offer must be sent to Attention of Head (Procurement) on Fax No. (92 21) 36770112 or by Post at the factory address below. Offer on Ex-Godown will Liable to be Rejected.

Yours Sincerely

for PEOPLES STEEL MILLS LIMITED
PSM TECHNICAL DATA SHEET

CHROMIA LIQUID BINDER

Type: Refractory Liquid binder
Revision: 01
S. No: 291
Date of issue: 21.04.2010

SPECIFICATION:

APPLICATION:
For in house development of High Alumina bricks equivalent to Imported B-78 (Rath)
permanent refractory lining of Tundish.

CHARACTERISTICS:

APPEARANCE: VISCOS LIQUID
ACTIVE MATTER: 68 ~ 71 %
Cr₂O₃: 0.2 ~ 0.7 %
pH: 1 ~ 3
VISCOSITY: 300 ~ 375 CPS
WORKABILITY SERVICE TEMPERATURE: ABOVE 1750 °C

Remarks:
1. Mill test certificate required.
3. Technical Data Sheet is based on production requirement / availability of material.